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Bedienungsanleitung ﬂ

o N
Pirani-Sensor

=
VSP841 / VSP842

Messbereich:  (1000...)100 — 0,001 mbar/Torr

Pirani Halbbriicke:

Der VSP841/842 Pirani Sensor besteht aus Filament, einem PTC zur
Temperaturkompensation und ist vorabgeglichen.

Wir empfehlen, den Sensor in eine geregelte Briickenschaltung zu
integrieren (Vorschlag fir Dimensionierung auf Anfrage).

Steckerbelequng:

Stecker: Typ Binder Serie 713,
4polig, mannlich

Pin 1: PTC (KT110, 2kQ/20°C)

Pin 2: PTC (KTY83-110, 1kQ/20°C)

Pin 3: Filament
Pin 4: GND
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vorbehalte

Bestellnummern

 VSP841

Pirani Halbbriicke,
1000...100 - 1 X 10 mbar mit
DN 16 ISO-KF Anschluss

» VSP842

Pirani-Halbbriicke,
1000...100 - 1X 103 mbar mit
1/8"-NPT-Gewindeanschluss

Zubehor:
XBo400005
Gegenstecker fiir VSP841/842

VSPKAPPE
Schutzkappe filr Stecker,
verschraubbar
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Operating Instructions ﬂ

=it N
Pirani-Sensor

=
VSP841 / VSP842

Measurement Range:  (1000...)100 — 0,001 mbar/Torr

Pirani Halfbridge Sensor:

The VSP841/842 Pirani sensor consists of the filament, a PTC for
temperature compensation and is pre-adjusted.

We recommend to integrate the sensor into a controlled bridge circuit
(proposal for dimensioning on request).

Connector:

Plug: Type Binder Series 713,
4pin, female

Pin 1: PTC (KT110, 2kQ/20°C)

Pin 2: PTC (KTY83-110, 1kQ/20°C)

Pin 3: Filament
Pin 4: GND
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Product Codes

*VSP841

Pirani half bridge,

1000...100 - 1x 103 mbar,
with DN 16 ISO-KF connection

VSP842
Pirani half bridge,
1000...100 - 1 X 10-3 mbar
with 1/8"-NPT thread

Accessories

XBo400005

Mating plug for VSP841 / 842
VSPKAPPE

Protective cap for plug

ate: 26.03.2 /sa subject to alterations




